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INTRODUCTION 
To the Purchaser 
All products are designed to give safe, 
dependable service if they are operated and 
maintained according to instructions.  Read and 
understand this manual before operation. 

This manual has been prepared to assist the 
owner and operators in the safe operation and 
suitable maintenance of the equipment.  The 
information was applicable to products at the 
time of manufacture and does not include 
modifications made afterwards. 

Read and understand this operator’s manual 
before attempting to put equipment into 
service.  Familiarize yourself with the operating 
instructions and all the safety recommendations 
contained in this manual and those labeled on 
the equipment and on the skid steer.  Follow the 
safety recommendations and make sure that 
those with whom you work follow them. 

If you have any questions, please contact Skid 
Pro Attachments. 

 

Illustrations 
The illustrations may not necessarily reproduce 
the full detail and the exact shape of the parts or 
depict the actual models, but are intended for 
reference only. 

Direction Reference 
All references to right and left, forward or 
rearward, are from the operator’s seat, facing 
the steering wheel. 

Serial Plate 
   
   
 

 

 

 MODEL NUMBER SERIAL NUMBER  
     
     
 

 
MADE IN THE USA  

   

 
To assist Skid Pro in handling your needs, please record hereafter the model number and the serial 

number of your implement and skid steer.  It is also advisable to supply them to your insurance company.  
It will be helpful in the event that an implement or skid steer is lost or stolen. 

                                                    Skid steer    Implement 

MODEL:                           ________________________                  _____________________ 

SERIAL NUMBER:                      ________________________                  _____________________ 

DATE OF PURCHASE:              ________________________                  _____________________ 

DEALER NAME:              ________________________                   _____________________ 
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SAFETY PRECAUTIONS 
 

Safety First 
This symbol, the industry’s “Safety Alert Symbol”, is used throughout this manual and on labels on the 
machine itself to warn of the possibility of personal injury.  This symbol with a warning statement means: 
“Warning, be alert!  Your safety is involved!”  Carefully read the message that follows.  Warnings on the 
machine and in the manuals, are for your safety.  Failure to obey warnings can cause injury or death.  It is 
essential that you read the instructions and safety regulations before you attempt to assemble or use this unit. 

 

 

DANGER: Indicates an immediate hazardous situation which, if not avoided, will result in 
death or serious injury.  Operator must have instructions before running the 
machine. 

 

 

WARNING: Indicates a potentially hazardous situation which, if not avoided, will result in 
death or serious injury.  Operator must have instructions before running the 
machine. 

 

 

CAUTION: Indicates a potentially hazardous situation which, if not avoided, may result in 
minor or moderate injury.  Operator must have instructions before running the 
machine. 

 
                  IMPORTANT: Indicates that equipment or property damage could result if instructions are not 

followed.  Operator must have instructions before running the machine. 
 

        NOTE: Gives helpful information. 
 

 

All products are designed to give safe, dependable service if they are operated and maintained according 
to instructions.  Read and understand this manual before operation.  It is the owner’s responsibility to 
be certain anyone operating this product reads this manual, and all other applicable manuals to become 
familiar with this equipment and all safety precautions.  Failure to do so could result in serious personal 
injury or equipment damage.  If you have any questions, consult your dealer. 

BEFORE OPERATION 
Children 

1. Tragic accidents can occur if the operator is not alert to the presence of children.  Children are 
generally attracted to machines and work being done.  Never assume children will remain where 
you last saw them. 

2. Keep children out of the operating area and under the watchful eye of another responsible adult. 
3. Be alert and turn machine off if children enter the work area. 
4. Before and when backing, look behind for small children. 
5. Never carry children while operating the machine.  They may fall off and be seriously injured or 

interfere with the safe operation of the machine. 
6. Never allow children to play on the machine or attachment even when they are turned off. 
7. Never allow children to operate the machine even under adult supervision. 
8. Use extra care when approaching blind corners, shrubs, trees, or other obstructions that might 

hide children from sight. 
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Notice 
A safe operator is the best assurance against accidents.  All operators, no matter how experienced they 
may be, should read this operator’s manual and all other related manuals before attempting to operate 
the equipment.  Please read the following section and pay particular attention to all safety 
recommendations contained in this manual and those labeled on the equipment and on the skid steer.  
Safe operation is the operator’s responsibility. 

The skid steer and attachment must be in good operating condition before use. 

Safe Operation Needs a Qualified Operator 
For an operator to be qualified, he or she must not use drugs or alcoholic drinks which impair alertness or 
coordination while working.  An operator who is taking prescription drugs must get medical advice to 
determine if he or she can safely operate a machine. 

A qualified operator must do the following: 
Understand the Written Instructions, Rules and Regulations 
Check the rules and regulations at your location.  The rules may include an employer’s work safety 
requirements.  Regulations may apply to local driving requirements or use of a Slow-Moving Vehicle 
(SMV) emblem.  Regulations may identify a hazard such as a utility line. 

Have Training with Actual Operation 
1. Operator training must consist of a demonstration and verbal instruction.   
2. The new operator must start in an area without bystanders and use all the controls until he or she 

can operate the machine and attachment safely under all conditions of the work area.  Always 
fasten seat belt before operating. 

Know the Work Conditions 
1. Know the weight of the materials being handled.  Avoid exceeding the machine load capacities.  

Material which is very dense will be heavier than the same volume of less dense material.  
Reduce the size of the load if handling dense material. 

2. The operator must know any prohibited uses or work areas, for example, he or she needs to 
know about excessive slopes. 

3. Know the location of any underground lines; call before you dig.  Call local utilities or the North 
American One Call Referral System at 1-888-258-0808.  When you call this number you will be 
directed to a location in your state/city for information about buried lines (telephone, cable TV, 
water, sewer, gas, etc.). 
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Fire Prevention 
The machines and some attachments have components that are at high temperatures under normal 
operating conditions.  The primary source of high temperatures is the engine and exhaust system.  The 
electrical system, if damaged or incorrectly maintained, can be a source of arcs or sparks. 

Flammable debris (leaves, straw, etc.) must be removed regularly.  If flammable debris is allowed to 
accumulate, it can cause a fire hazard.  Clean often to avoid this accumulation.  Flammable debris in the 
engine compartment is a potential fire hazard. 

The spark arrestor exhaust system (if equipped) is designed to control the emission of hot particles from 
the engine and exhaust system, but the muffler and the exhaust gases are still hot. 

1. Do not use the machine where exhaust, arcs, sparks or hot components can contact flammable 
material, explosive dust or gases. 

2. The operator cab (if equipped), engine compartment and engine cooling system must be 
inspected every day and cleaned if necessary to prevent fire hazards and overheating. 

3. Check all electrical wiring and connections for damage.  Keep the battery terminals clean and 
tight.  Repair or replace any damaged part. 

4. Check fuel and hydraulic tubes, hoses and fittings for damage and leakage.  Never use open 
flame or bare skin to check for leaks.  Tighten or replace any parts that show leakage.  Always 
clean fluid spills.  Do not use gasoline or diesel fuel for cleaning parts.  Use commercial 
nonflammable solvents. 

5. Do not use ether or starting fluids on any engine that has glow plugs.  These starting aids can 
cause explosion and injure you or bystanders. 

6. Always clean the machine, disconnect the battery, and disconnect the wiring from the controllers 
(if equipped) before welding.  Cover rubber hoses, battery and all other flammable parts.  Keep a 
fire extinguisher near the machine when welding.  Have good ventilation when grinding or welding 
painted parts.  Wear dust mask when grinding painted parts.  Toxic dust or gas can be produced. 

7. Stop the engine and let it cool before adding fuel.  No smoking! 
8. Use the procedure in the operator’s manual for connecting the battery and for jump starting. 
9. Use the procedure in the operator’s manual for cleaning the spark arrestor muffler (if equipped). 
10. Know where fire extinguishers and first aid kits are located and how to use them.    
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THE TREE SHEAR 
Before Operation 

1. Read and understand this operator’s manual and skid steer operator’s manual.  Know how to 
operate all controls and how to stop the unit and disengage the controls quickly. 

2. In addition to the design and configuration of equipment, hazard control and accident prevention 
are dependent upon the awareness, concern, prudence and proper training of personnel involved 
in the operation, transport, maintenance and storage of equipment. 

3. Never wear loose, torn, or bulky clothing around the skid steer and the tree shear.  It may catch 
on moving parts or controls, causing injury. 

4. Always wear safety glasses when doing maintenance or service. 
5. Check for underground lines before operating attachment (if applicable). 
6. Before and during the trimming season, thoroughly inspect the area where the equipment is to be 

used and remove all objects that may cause damage to the equipment. 
7. Check that the Bob-Tach levers are in the locked position and the wedges are fully engaged into 

the holes of the attachment (if applicable). 
8. Check that the attachment is securely fastened to the machine. 
9. Set transmission to neutral and disengage clutch, if equipped, before starting the engine. 
10. Operate the attachment only from the operator’s position. 
11. When learning to operate the attachment, do it at a slow rate in an area clear of bystanders. 
12. Do not permit personnel to be in the work area when operating the machine and attachment. 
13. Never attempt to make any adjustments while engine is running.  Read this manual carefully to 

acquaint yourself with the equipment as well as the skid steer operator's manual.  Working with 
unfamiliar equipment can lead to accidents.  Be thoroughly familiar with the controls and proper 
use of the equipment. 

14. Keep all safety guards in place and verify hardware for proper tightening. 
15. Check for moving parts excessive wear regularly.  Replace worn parts with genuine parts. 
16. Replace all missing, illegible, or damaged safety and warning decals.  See list of decals in 

operator's manual. 
17. Keep safety decals clean of dirt and grime. 
18. The attachment must be used ONLY on approved machines.  Contact Skid Pro Attachments if 

you have compatibility questions on attachments for your machine model. 
19. Do not modify or alter this equipment or any of its components or any equipment or any of its 

components or any equipment function without first consulting Skid Pro Attachments. 
20. Use of counterweights is recommended.  Weights provide the necessary balance to improve 

stability, traction and steering.  Use only those recommended by Skid Pro Attachments. 
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Auxiliary Hydraulic Controls 
The auxiliary hydraulics must be activated prior to tiller operation. 

Loaders:  Enter the loader.  Fasten the seat belt, lower the seat bar and start the engine.  Release the 
parking brake. 

Utility Work Machine:  Enter the cab and fasten the seat belt, lower the operator arm rest, and start the 
engine.  Release the parking brake. 

Tree Shear Operation 

NOTE:   Your attachment arrives from the factory banded to a wooden pallet, and requires no final 
    assembly before use. 
 

 
WARNING: Careless removal of the shipping bands that secure the implement to the pallet 

could result in minor or serious injury. Clear the area of all bystanders and stand 
to the side when cutting the bands with a pair of sheet metal shears 

 

 
WARNING: Never enter the area underneath the coupler or any part of the attachment when it is in 

the raised position to avoid an accident that will result in death or serious injury. 
 
 

1. Verify that the hydraulic hoses are clear from the front of the attaching plate on the attachment 
and that the mounting plate is free from dirt and debris. When clear, move the skid steer to 
proximity of attachment plate. 

2. Tilt skid steer coupler forward to align coupling point with the upper part on the back of the 
attachment plate and raise the coupler slightly. 

3. When the top edge of the coupler is seated in the top part of the coupler plate, roll the skid steer 
tilt function back until the attaching plate is flat against the skid steer coupler. 

4. Lock down the coupler levers. Note: if your skid steer is equipped with a hydraulically operated 
coupler, activate the coupler lock at this time. 

5. Shut the skid steer’s engine off and release the pressure in the auxiliary circuit. 
6. Wipe off any dirt or dust from the male or female hydraulic flat-face couplers with a clean rag 

before attaching hoses to keep contaminants from entering the hydraulic system. 
7. Connect the attachment hydraulic hoses to the auxiliary supply couplers located on your skid 

steer loader lift arm. 
8. If your shear is equipped with the hydraulic rotating shear, attach the electrical harness to the 

appropriate 12-volt source on the skid steer and place the switch in the operator’s compartment.  
9. Check the surrounding area for bystanders and clear them before starting the skid steer or 

attachment. 
10. Before operating the attachment, always visually inspect and verify that the coupler lock pins are 

fully engaged through the latch slots on the attachment plate. 
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PRE-OPERATION WALK AROUND INSPECTION 
Before every use, it is important to perform a short inspection and certain maintenance on your tree 
shear. 

 Check that all shields and guards are in place. 
 Look for loose bolts and tighten them if necessary. 
 Check that all safety decals are in place and can be read. Replace them if necessary. 
 Check that blades are in good condition. Sharpen, if necessary. 
 Repair any hydraulic leaks. 

 

ENGAGING THE SHEAR THE FIRST TIME 
If this is your initial startup with this attachment on this machine, check the skid steer’s hydraulic 
oil level and add oil, if necessary, before and after doing steps 1 -3 below. 

After starting the skid steer, lift the attachment 6” (152mm) off the ground surface: 

1. With the skid steer engine RPMs just above idle. Slowly engage the auxiliary hydraulic to open 
the shear arm. Move the auxiliary control pedal, lever or switch in the opposite directions to open 
& close the shear. Repeat this three times. 

2. If your shear is equipped with the hydraulically operated rotation feature, operate that function in 
both directions three times also. 

3. Lower the tree shear attachment to the ground and shut off the skid steer’s engine and exit the 
operator’s compartment. 

4. Check the skid steers hydraulic oil level, and add oil if necessary. 
5. Inspect the tree shear’s hydraulic plumbing for any noticeable leaks. Correct these leaks before 

continuing. 
 
 

Stopping the shear 
The shear blade quits moving when the auxiliary control is neutralized. When you are done cutting, close 
the shear to avoid someone walking into the blade during servicing or walk-around inspection. 
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Getting Familiar with the Attachment 
   

 
Danger: Never operate the shear when bystanders are within 100” (30 M) of your work 

area. Flying & falling debris could result in death or serious injury 

 

Caution: Be cautious when operating on un-level ground surfaces. A machine roll over 
could result in minor or serious injury. Always wear your seat belt when 
operating this type of machinery. 

Before starting the skid steer engine with this attached, make sure you are knowledgeable and 
comfortable with the operation of the tree shear controls as outlined in the previous and following sections 
of this manual. 

To begin with, learn what the shear head looks like in a level cutting position when you are seated in the 
skid steer. Knowing what a level shear head looks like will help you avoid damage to the cutting blade by 
cutting too close to the ground surface. 

Always be aware of your surroundings. While watching the shear also pay attention to what obstacles or 
terrain are in front of the shear and prime mover’s wheels. 

 

 
Caution: Cutting tree branches with the shear in an elevated position could result in death or serious 

injury if the skid steer becomes unstable. Never raise the shear more than a few feet off 
the ground when working on slopes or uneven terrain. 

 
Adjusting Shear Height & Level 
Use the skid steer loader lift to adjust the elevation of the shear. The fore & aft leveling can be 
accomplished by using the skid steer’s attachment tilt cylinders. 

Rotating the Shear Head 
Manual models: You will need a coworker to assist in rotating the shear head. 

1. With your coworker a safe distance from the attachment, raise the attachment about 18” (450 
mm) off the ground. Shut off the skid steer engine and remove your hands from the skid steer 
controls. 

2. Motion to your coworker to stand to the right side of the shear and pull the safety pin and lock pin 
from the top of the shear. 

3. When both the safety and lock pin have been pulled, the shear head needs to be rotated 90° 
counterclockwise until the pin bracket aligns with the other lock brushing on the side of the frame. 
Insert the lock pin & safety pin. 

4. Wait until your coworker has moved out of the immediate area before starting the skid steer and 
resuming your tree shearing work. 

5. To return shear head to the regular shearing position, repeat above procedure in reverse. 
 
Hydraulic rotating models: Close the shear and activate the rotation switch. Reverse switch 
direction to rotate the shear head back to the horizontal shearing position. 
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Starting the Job 
 

 
Danger: Never cut trees in the proximity of any above ground utilities. Felling trees on 

electrical power lines and making contact with your skid steer or bystanders even at 
an assumed safe distance will result in death or serious injury. 

Never fell trees in the direction of overhead power or communication lines. Never shear a tree unless  

it is twice the tree’s height away from the overhead lines. 

 
Warning: Moving or engaging the tree shear with bystanders in the area could result in death or 

serious injury. Before engaging the tree shear hydraulics always make sure the area is 
clear of bystanders. 

 

Before cutting your first tree always visually inspect the surrounding area for any objects that could be 
damaged if a tree fell on it. This shear will usually fall the tree to the right side of the shear, but in certain 
conditions (strong wind, leaning tree) the tree might not always go in the intended direction. Tree top 
branches could entangle with other tree branches and alter the course of the tree fall. To avoid a tree that 
falls in an unexpected direction always be ready to move the skid steer quickly away from the impending 
danger  
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THE SKID STEER 
General Information 

1. Read the operator's manual carefully before using skid steer.  Lack of operating knowledge can 
lead to accidents. 

2. Do not permit anyone but the operator to ride on the skid steer.  There is no safe place for 
passengers. 

Operating the Skid Steer 
1. Never run the skid steer engine in a closed building without adequate ventilation, as the exhaust 

fumes are very dangerous. 
2. Adopt safe driving practice:  Keep the parking brake on at all times during transportation. 
3. Always drive at a safe speed relative to local conditions and ensure that your speed is low 

enough for an emergency stop to be safe and secure. 
4. Reduce speed prior to turns to avoid the risk of overturning.  Keep speed to a minimum. 
5. Always keep the skid steer in gear to provide engine braking when going downhill.  Do not coast. 
6. Never allow an open flame near the fuel tank or battery. 
7. Make sure the proper shields are installed when using the equipment and always replace the 

shields if damaged. 
8. Park the skid steer on level ground, place the transmission in neutral, set the parking brake, 

disengage the Aux hydraulics, lower the equipment to the ground, place all levers including 
auxiliary control levers in neutral, shut off the engine and remove the ignition key BEFORE 
leaving the skid steer. 

9. Never park the skid steer on a steep slope. 
10. Do not attempt to operate on steep slopes.  Avoid sudden uphill turns on steep slopes. 
11. Use of counterweights for better traction and stability is recommended. 
12. Handle fuel with care, as it is highly flammable. 
13. Use approved fuel container. 
14. Never add fuel to running engine or a hot engine. 
15. Fill fuel tank outdoors with extreme care.  Never fill fuel tank indoors.  Replace fuel cap securely 

and wipe up spilled fuel. 
16. Never allow anyone to operate the tiller until they have read the manual completely and are 

thoroughly familiar with basic skid steer and tiller operation. 
17. Make sure the skid steer is counterweighted as recommended by your dealer.  Weights provide 

the necessary balance to improve stability, traction and steering. 
18. Always make sure all tiller components are properly installed and securely fastened BEFORE 

operation. 
19. Never attempt to start the engine and/or engage tiller drive while standing beside the skid steer. 
20. Always start the engine from the operator's seat with all the transmission lever(s) and tiller drive 

lever in neutral. 
21. DO NOT bypass the safety system by shorting across the terminals of the starter motor to start 

the engine.  This may cause the skid steer to move suddenly. 
22. If the safety start system does not work, consult your dealer immediately. 

  



Skid Pro Tree Shear Manual                                          Rev. 1-2021       Page 13 

During Operation 
 

It is the responsibility of the operator using this attachment to be acquainted with the safe 
operation. In addition to reading this manual, it is important that the operator read and follow its 
manufacturer’s recommendations! 

• Before lifting or lowering the shear, make sure the area is clear of bystanders or objects. 
• Machinery parts sometimes have sharp edges. Wear work gloves when moving parts. Always 

use caution around the shear blade as it may have a sharp edge. 
• Never use drugs or alcoholic drinks when operating or servicing this piece of equipment. 
• Always wear the proper personal protection equipment when servicing or operating this piece of equipment. 

Never service or operate this attachment with bare feet, sandals, or other light footwear. 
• Always use eye protection during operation. Mount this attachment on a skid steer equipped with 

thermoplastic polycarbonate door panel and side panels. 
• Speed Kills! Operate this implement at a safe working speed. When transporting the implement, keep a safe 

speed to avoid losing control of the attachment or prime mover. 
• Keep proper clearance between the implement and objects (utilities, tree stumps, large rocks, buildings, 

etc.) Contacting these objects with the implement or prime mover could cause a loss of control or damage to 
the implement or property. 

• Never attempt to operate this attachment from anywhere but when seated in the prime mover’s operators 
seat. 

• Stop the engine on the skid steer and set the brake to avoid the implement rolling forward or backwards 
while you are exiting the prime mover. 

• Store this implement in an area not frequented by children. 
• Allow no riders on this attachment. Keep all bystanders clear of attachment during operation. 
• Always replace worn, torn or missing safety decals before operating. 
• Never operate the shear when bystanders are within 100 feet (30 meters) of the work area. 
• Cut only during daylight or well-lit artificial light. 

 

Skid Steer Requirements 
Your tree shear should only be used on a skid steer with a lift capacity of at least 1800 lbs. and with a 
weight of at least 6500 lbs. with the bucket removed. A skid steer equipped with tracks will provide 
superior stability in this application. 

To protect the operator from any flying debris, it is important that the skid steer should be equipped with a 
thermoplastic polycarbonate windshield or similar material, and similar protection on the sides of the 
operator’s cab. 

Make sure your skid steer is in good working condition. Follow the operating instructions found in the 
manual that accompanied your skid steer. Failure to do so could result in minor or serious injury. 
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Transporting 
1. Transporting on public roadway:  When driving the skid steer and equipment on the road or 

highway under 25 mph, at night or during the day, use flashing amber warning lights and the 
Slow-Moving Vehicle ("SMV") identification emblem. 

2. Check local traffic codes that may apply to unit usage on public roads and highways in your area.  
The use of flashing amber lights is acceptable in most localities.  However, some localities may 
prohibit their use. 

3. Always disengage equipment drive prior to transporting unit. 

Storage 
Before storing the tiller, certain precautions should be taken to protect it from 
deterioration. 

1. Clean the tree shear throughout. 
2. Make all the necessary repairs. 
3. Replace all safety signs that are damaged, lost, or otherwise become illegible.  If a part to be 

replaced has a sign on it, obtain a new safety sign from your dealer and install it in the same 
place as on the removed part. 

4. Repaint all parts from which paint has worn or peeled. 
5. Lubricate the tree shear as instructed under the "Lubrication" section. 
6. When the tree shear is dry, oil all moving parts.  Apply oil liberally to all surfaces to protect 

against rust. 
7. Store in a dry place. 

 

OPERATION 
General Preparation 

1. Read the operator's manual carefully before using the skid steer and tree shear.  Be thoroughly 
familiar with the controls and proper use of the equipment.  Know how to stop the unit and 
disengage the controls quickly. 

2. Wear adequate outer garments while operating the equipment. 
3. Make sure the tree shear is clear of dirt and other material before engaging the tiller. 
4. Before engaging the tree shear drive, always have the engine running at idle. 
5. Operate the tree shear at maximum to 3/4 engine RPM. 

Engine Speed 
1. Start the skid steer engine.  Let the engine warm up at least one minute before engaging the 

drive mechanism then increase speed gradually. 
2. Make sure the tree shear is properly positioned and engage the drive mechanism. 
3. Adjust the ground speed according to conditions.  For maximum power, run engine at or near full 

throttle. 

IMPORTANT: Use full RPM power when shearing.  Low RPM power will tend to jam the shear. 

 

WARNING: To avoid serious personal injury:  Do not use your hands to unclog the tree 
shear.  Use a 36" (925mm) stick or board.  Do not attempt to unjam shear while 
engine is running.  If the shear is jammed, shut off the skid steer engine, remove 
the key and allow the rotating parts to stop before removing any objects. 
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Engaging the Drive Mechanism 
Refer to the skid steer's operating manual for instructions. 

 
WARNING: To avoid serious personal injury: Make sure skid steer engine and tree shear come 

to a complete stop and skid steer drive mechanism is disengaged BEFORE making 
any adjustments. 

 
Cutting Tips 

 
WARNING: Exposure to crystalline silica dust along with other hazardous dusts may cause 

serious or fatal respiratory disease. It is recommended to use dust suppression, 
dust collection and if necessary personal protective equipment during the operation 
of any attachment that may cause a high level of dust. 
 

Determine a safe cutting pattern before the start of the cut. If trees are going to be dragged with a skidder 
to a landing, plan your cut so the sheared ends of the trees are facing towards the landing or access path. 

 

Example of tree cutting pattern plan (overhead view) 

 
Caution: Never operate this attachment when bystanders are in proximity of the work area 

that could result in minor or serious injury from flying debris, falling trees or 
branches. 
 

 
Caution: Use care when operating on uneven terrain or any type of sloped surface. Keep 

your shear low to the ground when working in these conditions to avoid a roll 
over that could result in minor or serious injury. 

 

1. Operate at a safe pace that will allow you to watch the area around the shear & loader. 
2. Your tree shear is capable of cutting trees and other vegetation of up to 12” (305 mm) in 

diameter. Learn and realize which way the tree is likely to fall so it does not end up crashing onto 
you in the skid steer. 

3. Hardwood trees of up to 12” may require a second “bite” and shear action to penetrate through 
the tree. Locust, Osage Orange, Hickory, Oak & Ironwood may require a second shear action. 
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4. Never use your shear to push, pull, lift or move any type of object or vehicle. Do not use this 
attachment to “push” down trees without the shear being used. 

5. Your attachment is not to be used as a dozer blade in any direction. 
6. Your shear was not designed as a stump-puller; therefore, do not use it as one. 
7. Clean out any limbs or trash that may accumulate around the shear’s cylinder or pivot areas. 
8. Never shear trees from the lower side of a hill or sloped area. Reposition your skid steer and 

attachment to a location above the ground-line elevation of the tree being cut. 
9. Never exit the skid steer cab with the shear in the raised position. Never walk or lay under the 

attachment in a raised position, or allow any bystanders to do so. 

SHEAR ROTATION 
Manual or Hydraulic Rotation Models 
The shear on rotating models can be changed according to the needs of the job. When the shear head is 
rotated into the vertical position, already felled trees can be cut to length quite easily. 

 

 

Vertical Shear Position 
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MAINTENANCE 
1. Always use genuine parts when replacement parts are required during operation. 
2. Keep the skid steer and tree shear properly maintained. 
3. Park the skid steer on level ground, place the transmission in neutral, set the parking brake, 

disengage the Aux hydraulics, lower the equipment to the ground, place all control levers in 
neutral, shut off the engine and remove the ignition key and allow the rotating parts to stop 
BEFORE making any tree shear adjustments. 

4. To avoid injury, do not adjust, unclog or service the tree shear with the skid steer engine 
running.  Make sure rotating components have completely stopped before leaving the 
operator's seat. 

5. Keep the skid steer/tree shear clean. 
6. Always wear eye protection when cleaning or servicing the tree shear. 
7. Service the unit in safety:  DO NOT service the skid steer while the engine is running or hot, 

or if the unit is in motion.  Always lower tree shear to the ground.  If necessary to service unit 
with tree shear raised, securely support with stands or suitable blocking before working 
underneath.  Do not rely on hydraulically supported devices for your safety.  They can settle 
suddenly, leak down, or be accidentally lowered. 

8. Do not attempt to service machine, clear obstructions or unplug blockages with the engine 
running.  Always shut off engine and allow all motion to cease. 

9. The manufacturer will not claim responsibility for fitment of unapproved parts and/or 
accessories and any damages as a result of their use. 

10. Make sure all shields and guards are securely in place following all service, cleaning, or 
repair work. 

11. Do not modify or alter this equipment or any of its components or operating functions.  If you 
have any questions concerning modifications, consult with your dealer. 

12. Do not operate a unit which is defective or has missing parts.  Make sure that all 
recommended maintenance procedures are completed before operating the unit. 

13. Check all controls regularly and adjust where necessary. 
14. Lubricate all pivot joints using #2 lithium grease. 
15. Check that all fasteners (nuts, bolts, pins, keepers) are in their right place and are tight. 
16. To avoid serious personal injury:  Escaping hydraulic/diesel fluid under pressure can 

penetrate the skin causing serious injuries.  Do not use your hands to check for leaks.  Use a 
piece of cardboard or paper to search for leaks. 

17. Stop engine and relieve pressure before connecting lines.  Tighten all connections before 
starting engine or pressurizing lines. 

 

Lube Chart                             Number of grease fitting & locations 
                                 A= Non-rotating shear model 
                                 B= Manual rotating shear model 
                                 C= Hydraulic rotating shear model 

 Blade Pivot Shaft Shear Cylinder 
Base Pin 

Rotation Pivot Joint Rotation Cylinder 
Pin 

A 1 1   
B 1 1 1  
C 1 1 1 2 
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Every week 
Check the condition of the blade by opening the shear. Lower the attachment to the ground. Inspect the 
shear blade and remove and sharpen it, if necessary. A sharp shear blade will cut more efficiently than a 
dull blade. 

 

After Every Season 
1. Inspect the implement for any loose or warn parts that may need to be replaced prior to the next 

cutting season. 
2. Visually inspect the cutting blade. Sharpen or replace it if necessary. 
3. Clean, sand, & repaint any area that looks warn of scratched to prevent further rusting. Use an 

equipment paint found at your local hardware store or building center. 
4. Lubricate all the pivot joints before storage. If storing in a saltwater environment, apply grease to 

the exposed chrome cylinder rod(s). 
5. Store your implement in a shed or cover with a water-proof taro to protect it from the weather. 

Store in an area not frequented by children. 
 

Blade Sharpening 
The abrasion resistant blade material will work for a long time without the need for sharpening. If required 
sharpen the edge of the blade with a disk grinder or similar device. Maintain the factory edge bevel 
across the length of the cutting edge. 

 

Blade Removal & Installation 
Be cautious during the following steps. If dropped the shear blade could result in minor or 
serious injury. 

Shear blade can be very sharp and could cause minor or serious injury if mishandled. Always 
wear protective gloves and footwear. 

To avoid an accident that could result in death or serious injury, never find yourself in a position 
where any body part is under the shear when servicing the attachment. 

 

Before removing the blade open the blade to its full open position, then rotate blade back about 1” 
(25mm). Lift the shear with the skid steer or overhead hoist and support the shear on a couple of timbers 
or steel saw horses. 

The blade is extremely heavy. Connect a lifting eye through the blade and secure with a nut underneath 
the blade (see picture). 
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HARDWARE TORQUE CHART 

 

 

HYDRAULIC SYSTEM 
A small Stream of oil from a pinhole leak could penetrate your skin if contacted. To avoid an 
accident that could result in death or serious injury, never use your hand or other body parts in 
an attempt to locate a hydraulic leak. 

 

Always release the hydraulic system pressure from the shear circuit prior to removing the 
attachment or any hydraulic system service work. 

 

PARTS 
Introduction 
All parts are illustrated in "exploded views" which show the individual parts in the normal relationship to 
each other.  Reference numbers are used in the illustrations.  These numbers correspond to those in the 
"Item No." column, and are followed by the description and quantity required. 

The manufacturer reserves the right to change, modify, or eliminate from time to time, for technical or 
other reasons, certain or all data, specifications, or the product or products themselves, without any 
liability or obligation. 
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Tree Shear - Parts Diagram A 

 

Tree Shear - Parts List A 
ITEM NO. PART NUMBER DESCRIPTION QTY. 

1 666-02-0001-2 Backer 1 
2 666-02-0002-2 Jaw Assembly 1 
3 666-03-0017 Blade Pin 1 
4 666-03-0020 Washer 1 
5 666-02-0004 Rear Cylinder Pin 1 
6 666-03-0025 Blade Cylinder Pin 1 
7 666-03-0026 Blade Cylinder Pin Cap 1 
8 666-02-0007 Rotate Cylinder 1 
9 666-02-0006 Pinch Cylinder 1 
10 666-03-0036 Cover Plate 1 
11 666-03-0040 Rotate Cylinder Pin 1 
12 666-03-0045 Keeper Pin 1 
13 667-02-0014 Dozer/Tree Shear Wire 1 
14 Rotate Valve Block Assembly-2 Rotate Valve Block Assembly 1 
15 666-03-0047 Tooth Plate 2 
16 666-03-0048 Cover Plate 1 
17 666-02-0005-2 Blade 1 
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Rotate Valve Block Assembly - Diagram B 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Rotate Valve Block Assembly - Parts List B 
ITEM NO. PART NUMBER DESCRIPTION QTY. 
1 667-03-0038 Valve Block 1 
2 900598-8S -8 MORB Plug 4 
3 H250-FT1004 Inline Restrictor 1 
4 H500-FT1208 90° Fitting 4 
5 H250-FT1108 8 MOR-4FPX STR 2 
6 H500-FT05 90° Fitting 1 
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Warning Decal - Diagram C 
 
 

 
 

 
 
 

 

Warning Decal - Parts List C 
 

Decals Description Part Number Qty. 
A Keep Hands Clear  1 
C Serial Number  1 
D Grease Dailey  3 
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Tree Shear Hose List 
Manual Tree Sheer Hose List                                                                                      

Part Number Description 
SPTS-500-96 ½” X 96” Hose, Rear Port Pinch Cylinder to Quick Coupler    
SPTS-500-108 ½”X108” Hose, Front Port Pinch Cylinder to Quick Coupler   
 
  Tree Sheer with Hydraulic Rotate Hose List        

Part Number Description 

SPTS-500-106 ½” X 106” Hose, from Port A to Female Coupler on Machine  

SPTS-500-106 ½” X 106” Hose, from Port B to Male Coupler on Machine 

SPTS-500-54 ½” X 54" Hose, from Port TB to Front Port on Pinch Cylinder 

SPTS-500-47 ½” X 47” Hose, from Port TA to Rear Port on Pinch Cylinder 

SPTS-250-21 ¼” X 21” Hose, from Port BA to Rear Port on Rotate Cylinder 

SPTS-250-17 ¼” X 17” Hose, from Port 3BB to Front Port on Rotate Cylinder 
 
Tree Shear Couplers 
Part Number Description Qty. 
AU-03-9991-8ORB90 90° Female Flat Face Coupler 1 
AU-03-9990-8ORB90 90° Male Flat Face Coupler 1 
H500-FT16-8-8 Adapter 2 
 

Tree Shear Plug Wiring Pins 2/1/2020 
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TROUBLESHOOTING 
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SKID PRO ATTACHMENT WARRANTY 
Attachments covered under this 24 Month Warranty include: 

Angle Broom; Backhoe; Industrial Brush Cutters: Close Front, Open Front, Open Front 
High Flow; Dozer Blade; 84” Industrial Grapple Rake; 72” Grapple Rake; Land Leveler; 
Pallet Forks; Skid Hitch; Snow Blade; Snow Blower; Soil Conditioner; Stump Bucket; 
Tiller; Tree Shear; 

Skid Pro warrants above attachments for twenty-four months from date of shipment, to the 
original owner. Warranty covers products to be free from defects in material and workmanship 
when properly set up and operated in accordance with Skid Pro’s recommendations. 
WARRANTY CLAIM PROCEDURE 
All warranty claims must be submitted within the manufacturer’s limited warranty period. 
Pictures and/or a video of the failing component(s) are required to properly document all 
potential warranty claims.  To submit a warranty claim, contact your Skid Pro Product Guru or 
complete a Warranty Claim Form on our website and send it along with supporting 
pictures/video to sales@skidpro.com.  Upon receipt, the warranty claim information will be 
reviewed and once determined to be a valid claim, a return authorization number will be issued 
for the return of the defective part(s) if applicable and replacement part(s) will be shipped. If it is 
determined the defective parts are to be returned and they are not received by Skid Pro within 
30 days of receiving the replacement parts, the Buyer will be charged for the cost of the 
replacement parts plus any shipping charges.  Tampering with the failed part (i.e. disassembling 
a motor or cylinder) will void the warranty. 
EXCLUSIONS OF WARRANTY 

Skid Pro’s requirement for any issue with respect to attachments shall be limited to repairing or 
replacing the defective part, as this is a parts-only warranty and does not include any labor to 
replace or install the part or downtime from resulting issue. Skid Pro has full technical support & 
assistance to assure customer replaces the part properly for optimal performance on 
attachment. 
This warranty shall not apply to any attachment’s wear items, or attachments that have been 
repaired or altered outside the Skid Pro factory in any way, or that has been subject to misuse, 
negligence or accident beyond Skid Pro’s recommended use and/or machine rated capacity. 
This warranty is exclusive and in lieu of all other warranties and conditions. Skid Pro disclaims 
all other warranties and conditions, express or implied, including any implied warranties or 
conditions of merchantability or fitness for a particular purpose. In no event shall Skid Pro be 
liable for any special, incidental, indirect or consequential damage, whatsoever, including, but 
not limited to, loss or interruption of business, lost profits, or loss of machine use, whether 
based on contract, warranty, tort, negligence, strict liability, statute or otherwise, even if Skid Pro 
has been advised of the possibility of such damages. 
 
No agent, employee, or representative of Skid Pro has any authority to bind said company to 
any affirmation, representation, or warranty concerning its machinery and/or attachments except 
as specifically set forth herein. Any disagreement or dispute of warranty policy or customer 
expectations of product, soundness, functionality, or performance would take place in Douglas 
County, Alexandria, MN, where Skid Pro operates. 
  

http://www.skidpro.com/wp-content/uploads/2017/04/Skid-Pro-Warranty-Claim-Form.pdf
mailto:sales@skidpro.com
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PO BOX 982 
Alexandria, MN 56308 

 

Phone: 877-378-4642 
FAX: 320-759-1057 

 
 

www.skidpro.com 
sales@skidpro.com 

 

 

http://www.skidpro.com/
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